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A 4. Mattress resilience characteristics (test according to DIN EN 1957)

YOk iniand® Mattress resilience characteristics
Test item: Latex mattress core
LGAR Test sample no.: 148490-1
Force-Displacement-Plot
S Dataafter 100 15000 30000
Hardness rating H: 6,17 6,41 6,47
Area A (0-450N): 14771,32 14714,09 14731,56
Hardness value K: 2392,62 2295,39 2275,96
S Subjective hardness HS: 6,25 6,06 6,02
Hysteresis: 19,89 20,58 21,12
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¢ Durability characteristics:
9 Change in height 15000 cycles: -1,0 mm
[N] Change in height 30000 cycles: -1,4 mm
400 4 Change in hardness 15000 cycles: -3,2%
Change in hardness 30000 cycles: -3,9 %
Resilience loss factor 15000 cycles: 29
Resilience loss factor 30000 cycles: 35
200 A
Durability rating:
Change in height: 25
Change in hardness (stage 1): 25
T+ Change in hardness (stage 2): 25
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Total number of points: 99
: Characteristic after 100 cycles (max. 100 points)
——— Characteristic after 15000 cycles
——— Characteristic after 30000 cycles
1 |Product details Latex mattress core

Article no.: 348899

2 |Dimensions / Weight Length: 2025 mm; Width: 925 mm; Height: 153 mm
Weight: 20.6 kg

3 |Product descrition:

Mattress core:

Mattress core composed of one latex foam layer (thickness = ca. 153 mm).
Aeration holes: @ =7 mm in a distance of 20 mm

Picture 3: Distance between the holes Picture 4: Product identification




